




















DETAILS 

B i m i n i

Te c k  b a c k r e s t  o n  t h e  c o u c h r o o f

E x t r a  w i n c h e s  f o r  t w i n  b a c k s t ay C u s h i o n s  s t a c ke d  f o r  s e a t i n g  a n d  s to r a g e

R e t r a c t a b l e  S p r ay h o o d

F l u s h  D e c k  H a tc h e s

E e n g i n e  r o o m s y s te m l ayo u t

P r i s m



LOA

LOA ( i n c l .  o p t i o n a l  b ow s p r i t )

LW L

B E A M M A X

D R AU G H T

OPTIONAL TELESCOPIC KEEL (approx. draught)

A I R  D R AU G H T

D I S P L AC E M E N T ( l i g h t)

B A L L A S T

E N G I N E  C U M M I N S  Q S B 6 . 7

S TA R T I N G  B AT T E R I E S

D I E S E L  G E N E R ATO R

D I M E N S I O N S

2 9 . 6 0  M

3 1 . 0 5  M

2 6 . 6 3  M

6 . 97  M

4 . 4 0  M

3 . 2 0/4 . 9 0  M

42 . 97  M

6 3 . 1 0 0  KG

2 2 . 0 0 0  KG

2 24  K W

97. 1 1  F T

1 0 1 . 8 7  F T

8 7. 3 7  F T

2 2 . 8 7  F T

1 4 . 4 3  F T

1 0 . 5 0/ 1 6 . 07  F T

1 4 0 . 9 8  F T

1 3 9 . 1 1 1  L B S

4 8 . 5 0 2  L B S

3 0 5  H P

I

J

P

E

R I G  A N D S A I L  D I M E N S I O N S

3 7. 1 0  M

1 1 . 0 5  M

3 7. 3 3  M

1 1 . 70  M

1 2 1 . 7 2  F T

3 6 . 2 5  F T

1 2 2 . 47  F T

3 8 . 3 8  F T

F U E L

WAT E R

H OT WAT E R

G R E Y WAT E R

B L AC K WAT E R

TA N K C A PAC I T Y

2 9 5 0  L

1 4 0 0  L

1 6 0  L

4 0 0  L

4 0 0  L

7 7 9  U S G

3 6 9  U S G

42  U S G

1 0 5  U S G

1 0 5  U S G

24V 5 0  A H  /  2 0  H

N O R T H E R N L I G H T  M 8 6 4W 3 2 3 0  V

2 0  K W 5 0  H Z

F O R E T R I A N G L E

M A I N  S A I L

J I B

S A I L  A R E A S

2 0 5 . 0  M 2

2 6 7. 5  M 2

2 2 0 . 4  M 2

2 2 0 6  S Q . F T

2 8 7 9  S Q . F T

2 3 7 2  S Q . F T

N AVA L A R C H I T E C T

F R E R S  N AVA L  A R C H I T E C T U R E  &  E N G I N E E R I N G

D E S I G N E X T E R I O R

G E R M Á N F R E R S

C O N S T R U C T I O N A P P R OVA L

D N V G L  P L A N A P P R OVA L

B U I L D E R

OY N AU TO R A B

TECHNICAL 
SPECIFICATIONS

S a i l  p l a n

Two carbon rig configurations available with triangular and square-top mainsail, V-boom or furling, two bowsprit lengths.

(2.55 m or 1.45 m both removable with bobstay). A third configuration is possible without bowsprint.

HULL AND DECK ARE BUILT USING EPOXY SPRINT® PRE-PREG CARBON FIBRE 

INTERIOR AND EXTERIOR SKINS ON A CORE OF M-GRADE CORECELL FOAM

T W I N  R U D D E R S

4  M E T R E S  T E N D E R G A R AG E

S E C O N DA R Y S P R AY H O O D

S U N B E D S  S TAC K E D/ U N S TAC K E D

4 C A B I N S  L AYO U T F O R C H A R T E R

C L A S S / M C A N OT I F I C AT I O N





This catalogue contains non-contractual descriptive information about Nautor Swan yachts including drawings, photographs as well as other data. All such information is subject to change at any time 

without prior notice and does not represent an exact description of any particular yacht. Photos or diagrams could include special equipment that is not part of the equipment supplied by the boatyard. 

All the information, figures, photographs and data provided in this catalogue are exclusive copyright, industrial property right and property of Nautor Swan.
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